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Instalacion HTP-250

Esta impresora cuenta con ejecutable que se encarga de instalar el driver y configurar en el sistema, una nueva
impresora.

Primero, debemos ejecutar el instalador.

15/ Setup - GAINSCHA 80mm Series Printer Driver V14 =<

Welcome to the GAINSCHA 80mm
Series Printer Driver V14 Setup
Wizard

This will install GAINSCHA 30mm Series Printer Driver V14 on
your computer,

It iz recommended that you dose all other applications before
continuing.

Click Mext to continue, or Cancel to exit Setup,

15/ setup - GAINSCHA 80mm Series Printer Driver V14 = e =

License Agreement
Flease read the following important information before continuing.

Please read the following License Agreement. You must accept the terms of this
agreement before continuing with the installation.

SOFTWARE LICEMSE AGREEMENT

[l »

IMPORTAMT - FLEASE READ CAREFULLY! The GAINSCHA software you are about
to download will be licensed to you, the licensee, on the condition that you agree
with GAINSCHA to the terms and conditions set forth in this legal agreement.
PLEASE READ THIS AGREEMEMT CAREFULLY. YOL WILL BE BOUMND BY THE
TERMS OF THIS AGREEMENMT IF YOU INSTALL, DOWMNLOAD, COPY, OR
CTHERWISE USE THE SOFTWARE. If vou do not agree to the terms contained in
this agreement, please do not install or download the software. Please record

the date of download in order to activate the limited ninety {90) day warranty
(zee below). i

(7 I accept the agreement

@ I do not accept the agreement

< Back Mext > | Cancel

Seleccionamos el sistema operativo bajo el cual se instalara el driver. Luego presionamos el boton “Install
Printer Driver”



ﬁ‘! Setup - GAINSCHA 80mm Series Printer Driver W14 | |:|_| = |EE |

Instalf
bled Select OS (86/x64) (23w
you
Exil Select OS5
7 Windows 2000 © Windows XF  © Windows 2003

{7 Yindows Yista (% Windows T (" Windows 8 indows 10

Install USE Virtual Serial Port Driver

Inztall Frinter Driver (W) > Exit

This Driver is suitable for Windows x86 and =64 05,
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A continuacién establecemos como modelo de impresora a la “GP-80250N SERIES™.

%A Detail Setting (486/64)

Inztall Madule |@55

~Printer Setting
¥ Set Default Printer

Printer MHame |GP-S0Z250H Series

4 Back Hext > Exit

Thiz Driwver 1z suitable for Windows =86 and 264 05

Para finalizar, debemos seleccionar el puerto de comunicacion. Si la impresora se comunica por USB, el puerto
debera ser “USBOO*.

Si la comunicacién se efectua por puerto serie, el identificador del mismo sera “COM*”’.

La ultima opcion de comunicacion, es TCP/Ip, en donde encontraremos la direcciéon de IP del printer, la cual
previamente debe ser configurada (ver manual de instalacion Ethernet).



Select Port (x86/xb64 k |

Specify FPort

A oport 15 used to conmect a printer to the computer.

Specify the port that wou are using. If yon are conmecting using TCPSIP or
another port type mot listed below, creat a new port.

Port I Type

SEOO1 Fuerto de impresora wirtual para USE

10.0.7.50 Fuerto TCF/IF estindar

10.0.7.50_1 Fuerto TCE/IF estindar |

10.0.7.50_2 Fuerto TCF/IF estindar

SHEFAX: Fuerto para superwision de fax

[comy - Fuerto local

COMZ: Puerto loecal

COMS: Puerto local x

Create Fort. .. l Configure Fort. .. i

< Back ' In=tall | Cancel l

This Driver 1s suitable for Windows x56 and =64 O,
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